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HESIVE SPECIFICATIONS

PANY



ADHESIVE SPECIFICATIONS

ORGANIZATION SPEC

ALLIED SIGNAL BW-317-P [}
BW-611M ® [}
AMERICAN AXLE MS-2408 [}
MS-2409 [}
MS-5649
MS-2418 ®

ARVIN-MERITOR Q-29
AUTOMOTIVE

Q-43 °
Q-51 °
Q-52
Q-54
Q-66 °
Q-70
Q-91
BOBCAT MS119, TYPE A °
MS119, TYPE B °
MS119, TYPE C °
MS119, TYPE D °
BOSCH ES-3034 °
CATERPILLAR IE 2181 °
IE 2486A ° ° °
IFI-125
IFI-525
CHRYSLER MSCD16
MSCD914 A ° °
MSCD914 B °
PF-6616 / MSCC 76 A ° °
PF-6616 / MSCC 76 B °
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ADHESIVE SPECIFICATIONS

ORGANIZATION SPEC

PF-6616 / MSCC 76 C ° °
PF-6616 / MSCC 76 D °
AMC1021 °
MSCD51 °
DANA #614 °
DELPHI DX 520401 °
DX 520402 °
DX 520403 °
DETROIT DIESEL 80K14 ° ° ° °
80K15 ° ° ° ° °
80K115 °
DDA-95280 °
DDA-95301 ° °
DDA-95308 °
DDA-95311 °
DDA-95320 ° °
DDA-95355 °
TMS29001 ° °
TPS-123635 A ° °
DYNAMIC TOOL #1767 °
EATON PS-005 °
PS-027 Y °
PS-151 °
PS-282 °
PS-5040 °
101685 °
113501 °
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ORGANIZATION

SPEC

ADHESIVE SPECIFICATIONS

FORD

ES-20007-S100

ES-388525-5101
ESE-M2G260-A1
ESE-M2G260-A2
ESE-M2G260-A3
ESE-M2G260-A4
ESE-M2G260-A5
ESE-M4G208-A1

was WSK-W4G328-A2

ESS-M11P24-A1
was ES-20007-5100

EST-M4G208-B1

was WSK-M4G328-A5

EST-M4G208-B2

was WSK-M4G328-A3

WSKM2G354-A1
WSKM2G354-A2
WSKM2G354-A3
WSKM2G354-A4
WSKM2G354-A5
WSKM2G354-A6
WSK-M4G328-A2
WSK-M4G328-A3
WSK-M4G328-A5
WSS-M11P45-A1
WSS-M18P12-A
WX200

WX201
ESB-M4G80-A
WSS-M21P27-A1
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ORGANIZATION

SPEC

ADHESIVE SPECIFICATIONS

GM

JOHN DEERE

MACK TRUCK

9985473
9985490 TYPE Il
9985500

GME 00 151
replaced by GM14657

GM14657 CODEA/
GM-6124M

GM14657 CODE B/
GM-6175M

GM14657 CODE C/
GM-6194M

GM-6108M
GM-6039M
RES-10059
RES-10563
RES-10485
023 GS 17002
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